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PROFILE [somveves

NOTE BOOK

LUMINAIRE: LUMINAIRE:

250 WATT HIGH PRESSURE SODIUM LAMP 400 WATT HIGH PRESSURE SODIUM LAMP .
240 VOLT BALLAST 240 VOLT BALLAST IMPORTANT NOTE:
LES. TYPE: MC W UGHT DisTRiBUTION, (OR  LES. TYPE: MC It LIGHT DISTRIBUTION, TRANSFORMER BASE AND LIGHTPOLE
LENS TYPE: FULL CUTOFF LENS TYPE: EU”‘ CUTOFF T0 BE LEVELED AS ONE UNIT. USING
INITIAL LAMP LUMENS: 28,000 INITIAL LAMP LUMENS: 50,000

I LAMP_LIFE: 24,000 HOURS LAMP_LIFE: 24,000 HOURS LEVELING SHIMS IF REQUIRED.
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318 1/2°-13 HOLE FOR A (4) 178 ANCHOR BOLTS e
1 GROUND CONNECTOR 14 3/8" (BY OTHERS)
S I POLE LETTERING GUIDE, BLACK ON REFLECTIVE YELLOW BOTTOM DETAIL
I ' CABINET NUMBER
g CIRCUITS
POLE POSITION
s T ALUMINUM POLE FINISH TO BE: SATIN GROUND BREAKAWAY TRANSFORMER BASE DETAIL
~
*BUTTON HEAD SOCKET SET SCREW TYPE OF
VANDAL PROOF PREFERRED FOR THIS APPLICATION
HANDHOLE : 4°x 8" WITH GROUND LUG IN FRAME
WITH VANDAL PROOF SCREWS*
8" MIN. TRAFFIC FLOW.
= == BREAKAWAY DEVICE, TRANSFORMER BASE, LOW PROFILE
1
S
e FOUNDATION (SEE FOUNDATION DETAILS)
\15' BOLT CIRCLE
LETTERS AND NUMERALS
7' ABOVE GROUND LEVEL
NOTES:
1. THE LIGHTING UNITS SHALL MEET AASHTO
DESIGN CRIERIA. DESIGN FOR 90 M.P.H.
WIND WITH 30% GUST AND 75 POUND
LUMINAIRE HAVING AN E.PA. OF 1.6 SQ.
FT. AND PROPER ICE LOADING. POSITION OF HANDHOLE AND
2. ALUMINUM ALLOY 606376 SHALL BE USED. NUMERALS ON POLE
3. LIGHT POLE AND ASSOCIATED EQUIPMENT TO BE
U.L. LSTED L]
TYPICAL POLE INSTALLATION Ro inson
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